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Amazon Hercules Cases

The new range of Amazon Case sizes have been specially
designed to be used with the 463L C-130 Hercules Pallets

Cases Designed for C-130 Pallets

The new range of rotomoulded polyethylene Amazon case sizes have
been specially designed to be used with the 463L C-130 Hercules
Pallets.

Available in two sizes, chest and clamshell configuration, these cases
nest perfectly and fit the exact dimensions of the pallets giving you the
maximum storage space in a secure container.

The C-130 can accommodate up to six 463L pallets. Usable surface
dimensions of a 463L pallet is 214 cm (84”) long by 264 cm (104”)
wide. One pallet can hold 18x Amazon AC1187-series cases or 36x
AC8754-series cases. The two case sizes are interchangeable.

Part No External Dimensions | Internal Dimensions | Weight
mm mm kg
AC1187-6115/AC| 1067 x 864 x 760 982 x 799 x 713 30
AC1187-1561/AC| 1067 x 864 x 760 982 x 799 x 713 30
AC8754-6115/AC 864 x 533 x 760 779 x 446 x 713 18
AC8754-1561/AC 864 x 533 x 760 779 x 446 x 713 18

For a pallet in position 6 there are additional restrictions. Pallet 6 must
maintain an 46 cm (18”) aisle. Pallet cargo dimensions will not exceed

218 cm (86”) wide, 214 cm (84”) long and 193 cm (76” ) high, allowing | Pallet | Max Max No of Noof

8x Amazon AC1187-series or 16x AC8754-series onto the pallet. Weight | Height | AC1187-series | AC8754-series
1-4 4,696 kg |2430 mm 18 36

Aircraft Cargo Restrictions (10,354 1b) | (96”)

The C-130 Hercules can accommodate six pallets as illustrated below. 5 3,855 kg | 2430 mm 18 36

Any restrictions are illustrated in the table opposite with the equivalent (8,500 Ib) (967)

Amazon Cases numbers and the total number of cases which will fit 6 2,115 kg | 1930 mm 8 16

on a given pallet. 4,664 Ib (767)
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